
Configurable high-performance image processor with windows  controller 
for basic flat screen applications using panels, video cubes or projectors. 

The MegaWall Series 3000 marks a new approach to 
systemarchitecture.Designedforflexibility,easeofuse
andreliability,thisreal-timehardwareimageprocessor
andcontrolleroffersauniquesetoffeaturesneverbefore
availableinasingleunit.Fullyconfigurableandcapableof
processingresolutionsallthewayuptoWQXGA,itmay
alsobeusedtocontrol4Kprojectorinstallations.

TheMegaWallSeries3000offersfullconfigurationofthe
DVI-Ioutputs,DVI-Iinputsandcompositevideoinputs
with different resolution alternatives. And it includes 
Canvas ControlTM,anintuitiveandpowerfulgraphicuser
interface(GUI)withefficientanduser-friendlyfeatures,
allowingoutputwindowstobearrangedacrossavisual
displayinanymanner.Userscanloadlayoutpresets,create
theirown,orfreelyplacewindowsinrealtime.

Allinputchannelsmaybedisplayedaswindowsonpanels,
videocubesorprojectors.ForprojecteddisplaystheSeries
3000includesoverlapgenerator,imagealignmentand
multi-sidedblendingforflatscreensinadditiontooutput
scaling.Fordetailsthespecificationtableislocatedonthe
reverse side of this datasheet.

KeyFeatures
• Real-timehardware
• UptoWQXGA2560x1600
• 42bitcolorprocessing(14bitprchannel)
• Fullyconfigurable
• Overlap generator
• 4corneradvancedkeystonecorrection
• Multi-sidedblendingforflatscreens
• Scaling
• Hotswappablecards
• Redundant power supply option
• Diagnostic features
• Intuitive GUI including:
 -Whatyouseeiswhatyouget(WYSIWYG)
 -Interactivepositioningofwindows
 -Cropandzoom
 -Upto250presets
 -Draganddropfunctionality
 -Windows7/Vista/XPcompatible

Inputsinanycombination
•  Graphics  • Data  • Video

Outputs to any visual display
• PlasmaScreens•  LCD Screens  •  Projectors•  VideoCubes
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CanvasControlTM

All MegaWall Series 3000 are
and controlled via CanvasControlTM, enablingwindowsto
be arrangedacross visualdisplays in anymanner.

Composite Video In100-240 Volt 50-60 Hz 
PowerSockets #1 and #2

DVI-I Out DVI-I In

Dual high speed LAN
10/100/1000Mbit/Sec

Extensionports for
multiple unit stocking

Stereo Shutter Glasses Control 
(input and output)

RS-232 for external
system Control

Automaticcalibration 
interface port
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  Supported di Splay output S and input S
Fixednumberof outputsand inputs X

numberof outputsand inputs 6 slots available X X

Supports4K projectors X X
  Standard di Splay pro CeSSing with Canva SControl gui

Windowscontroller(picture-in-picture) X X X

Overlapgenerator,horizontaland vertical X X X

4-corner Keystone/imagealignment X X X

Multi-sidedblendingfor screen X X X

Uploadbackgroundimages/logos X X X

Cropping and Zoom X X X

Drag and drop X X X

Presets (up to 250) X X X

Uploadof JPEGwallpaper X X X

Runs on WindowsXP,Windows7 X X X
  advan Ced di Splay pro CeSSing with nControl

Projectorcontrol X

Imagewarping screen X X

Imageblending screen (multi-sided) X X

Image warping curved screen O

Imageblendingcurvedscreen (multi-sided) O

Masking (multi-sided) X X

Hotspot compensator X

Internal test pattern generator X

Stereo control X X

WarpSync automatic geometry correction X

ChromaSync automatic colour correction X

Signal Analysis Module X

42 bit color processing(14 bits per channel) X X X
  r eSolution S

Multiple resolution support

Up to HD 1920 x 1080 (dual inputand outputboards) X X X

Up to WUXGA 1920 x 1200 (single inputand outputboards) X X

Up to WQXGA 2560 x 1600 (single inputand outputboards) X X

Composite video PAL (quad inputboards) X X X
  input format S

DVI - I single link inputs X X X

    Supports: VGA* Progressiveonly X X X

    Supports: HDMI* Progressiveonly.HDCP not supported X X X

    Supports: RGB Video* RGBHV progressiveonly, 5-wire X X X

    Supports: RGB Video* RGBS, 4-wire (compositesync) X X X

    Supports: RGB Video* RGsB, 3-wire (syncon green) X X X

Supports frame rates 24 - 120Hz** X X X

DVI dual link inputs for resolutionsQXGA and above X X
  input pro CeSSing

Analog to digital conversion X X X

Sync conversion Compositesync, sync on green X X X

Framerate conversion X X X

Image scalingup to 8x X X X
  output format S

DVI - I single link outputs X X X

    Supports: VGA* X X X

    Supports: HDMI* X X X

    Supports: RGB Video* X X X

Supports frame rates 24 - 120Hz X X X

DVI-D dual link output for resolutionsQXGA and above X X
  SyStem and maintainability

EmbeddedPC 64 bit processorPowerPCTM X X X

Realtimeembeddedoperatingsystem X X X

I/O X X

Stackablefor large systeminstallations** X X

Remote monitoring (health check)** X X

Optical DVI extenderoutputpower X X X

Redundant power supply option X X

Redundant fans X X

Hot swap I/O boards X X

Powersupplymodules X X

Fans X X
  i/o  port S

6 Independentslots for inputand outputboards X X

Extensionports for multipleunit stacking** X X

HighspeedLAN 10/100/1000MBits/Sec X X X

Stereo shutter glasses control (input and output)** X X X

RS232 Port for externalsystemcontrol X X X

Automaticcalibrationinterfaceport** X X

100-240 Volt, 50-60 Hz powersocket #1 X X X

100-240 Volt, 50-60 Hz powersocket #2 X X

Additional diagnostic LAN port X X
  interfa CeS (other)

3rd-party systemControll interface-LAN or RS232 I/O ports X X X

Intelligent EDID X X X


